3000 Serisi Doner Baglanti Elemanlari / 3000 Series Rotary Joints

Buhar Uygulamalari icin Vakum Kiriclli / Vacuum Breaker For Steam A pplications

Maksimum Akiskan Basinet / Maximum Fluid Pressure: (P ) = 17 Bar
Maksimum Akiskan Sicakligr / Maximum Fluid Temperature : (T) = X)) C
Maksimum Hiz / Maximum Speed.: ( Vg) = 400 devir / dk. (Rev/ Min.)
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Tek Veya Cift Akiskan Gecisli / Single Or Double Fluid Transfer
Karbon Grafit Yataklama Elemanli / Carbon Graphite Bearing
Components

Radyal Tip Govde Baglanuli / Radial Type Housing Connections
Degistirilebilir Sizdirmazlik Parcalan / Changeable Sealing Components
Dis Baglantili Ve Flans Baglanuli Secenckler / Threaded Or Flange
Connection Alternatives

Ozel Vakum Kirictl / Special Vacuum Valve

3000 Serisi Tek Alagli / Monoflow Gelistirilmis Vakum Onleme Sistemi / Improved Anti-Vacuum System
SAFT OLCUSTU SAFT DIs TiPi 1000/ Model No Degistirilebilir Vakum Kinct Ve Parcalan / Modified Vacuum Valve
(Shaft Size) (Thread Type of Shaft)
NPT-SAG (RIT) 3100-021-111 =
= ; FTS0L 01 ju(':::»on—uz Sfero Dokiim Govde / NO(Fula.r Cast Housing
Sod AT R Viiksek Sicakliga Dayanikl Ozel Conta / With Special gasket resistance
BSP-SOL (L) 3100021212 to high temperatures
NPTSAG (RID) FETEIE Paslanmaz Celik Saft / Stainless Steel Shaft
- s NPTSOL (L) 3125020114 Paslinmaz Yay / Stainless Steel Spring
BSP-SAG (RH) 3125021213
BSP-SOL (11T) 3125021214
NPT-SAG (RI) 3150021115
. NPTSOL (LI 3150-021-116
DNA0 ] -
: BSP-SAG (RIT) 3150-021-215
BSP-SOL (11 3150:021-216
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